Bently Nevada 330105&330106 Series Service Manual
330106-05-30-30-12-05

1. Description

Manufacturer : Bently Nevada

3. Product Information
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Manufacturer : Bently Nevada

Product No.330106-05-30-30-12-05

Product Type : 3300 XL 8 mm Reverse Mount Probes
Made in U.S.A

330106-05-30-CC-DD-EE M10 x 1 threads
Total length option : 30= 3.0 meters
Connector option :

12= Miniature ClickLoc coaxial connector , FluidLoc cable
The FluidLoc cable option -12 is not
necessary on the vast majority of

330105 and 330106 installations due

to the presence of the probe sleeve.
Consider carefully the application

before ordering the FluidLoc cable

option for these probes.

Agency approval option 05 = CSA, ATEX, IECEx Approvals
Probe tip material : Polyphenylene sulfide (PPS).
Probe case material : AISI 303 or 304 stainless steel (55T).
Nominal Probe DC Resistance

Resistance (RPROBE) from Center Conductor
to Outer Conductor

Probe Length {(m) 3.0

RPROBE(Q) 8.17 = 0.50

Mechanical

Probe Tip

Material Polyphenylene sulfide (PPS).

Probe Case

Material

AlSI 303 or 304 stainless steel

(S5T).

Probe Cable Specifications

Standard

cable

75Q) triaxial, fluoroethylene

propylene (FEP) insulated

probe cable in the following

total probe lengths: 0.5, 1, 1.5, 2,

3, 5, or 9 meters.

Extended

Temperature

Range cable

750 triaxial, perfluoroalkoxy

(PFA) insulated probe cable in

the following total probe

lengths: 0.5, 1, 1.5, 2,5, 0r9

meters.

Armor

(optional on

both)

Flexible AISI 302 or 304 SST

with FEP outer jacket.

Tensile

Strength

(Maximum

Rated)

330 N (75 Ibf) probe case to

probe lead.

270 N (60 Ibf) at probe lead to

extension cable connectors.
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